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Highly efficient electronic fuel injection
system complements large-capacity
25-litre fuel tank to provide a longer
range of touring enjoyment between
fuel stops. Fuel tank also features
hinged aero-type filler cap for easy
tank bag mounting.

Powerful fuel-injected
996cm3 liquid-cooled 90°
V-twin engine delivers strong,
instantly responsive power to
ably traverse a wide range of
roads, terrains and high-
speed motorways.

Large-capacity stainless steel ‘Centre-Up’ exhaust system equipped
with Honda’s advanced oxygen-sensing HECS3 catalytic converter 
system to reduce exhaust emissions to far below current regulations.
Exhaust system also features brilliant new buffed finish.

The XL1000V Varadero can
also be fitted a broad selec-
tion of optional equipment.

Large-capacity stainless steel
‘Centre-Up’ exhaust system utilises
exhaust port Air Induction system
and built-in catalytic heat tubes to
keep exhaust emissions well within
EURO-2 mandated levels. Exhaust
system also features brilliant new
buffed finish.

Three-position adjustable windscreen offers
an extended range of protection against the
elements, and greater riding comfort for a
broader cross-section of riders.

Advanced, smooth-
operating Antilock Brake
System complements specially
tuned Dual Combined Brake
System to provide an ultimate
balance of front and rear brak-
ing control over a wide range
of road and riding conditions.

Handy rear damper preload
adjustment knob repositioned to inside
of left sidecover (ABS version only).

Redesigned fully electronic instrument panel features
new groupings of indicator lights, with four LEDs now posi-
tioned on either side including a new ABS failure indicator and
repositioned low fuel warning light (ABS version only).

Aggressive aerodynamic upper
cowl design features brilliant dual
multi-reflector headlights and fully
integrated indicators, which also
double as flashing hazard lights.


